OVERVIEW CONNECTORS

X4-Terminal via
isolation amplifier
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l-act 0... 10V output _1 .
I — X4-Terminal
- - — Readout values
~ i U-act 0 ... 10V output | 3 indirect coupled . . .
w vanono| 2] — The DC power supplies of the POWER STATION series with analog
y et 10Vinput | B | output signals and isolation amplifier are equipped with the analog
: LsetGND | 6 | * X4 interface.
- — Set values
‘: U-set0 .. 10Vinput | 7 indirect coupled
1 ‘
. U-setGND | 8
o : not connected _9
d COM/GND | 10
i 1 contact closed
i not connected | 11 = rectifier ON
DR ExtemON | 12 | ~__Extern ON
1 . contact closed
Blocking | 13 ~_Blocking | =DC output OFF
Z ON 1
g — —
g 15
= OFF I esror 16
X5-Service terminal X5-Service terminal
l-act 0 ... 10V output 1
Vacto . 1ovouput | 2 All standard analog DC power supplies of the POWER STATION series
; ReLGND | 3 pe3000, 19" rack-mount units and the pe5000 cabinets are equipped with
" : - hset0..10Vinput | 4 the X5-Terminal, called ,Service terminal”
w Uref. 10VDC | & ) ) . .
: Usett.. 0¥inpet | 6| The standard 16pin terminal contains all control signals of the power supply
d _usnunt o 6oy | 7 (except; optional SENSE measuring input).
" : + Ushunt (GND) 8
: YBVDC (e 200y | © contact closed = The POWER STATIONS are always delivered with the plug component to the
: comIenn | 10 rectifier ON 16pin X5-Terminal, connector casing and strain relief included.
4 + 24V DC (max. 150mA) | 11
d ExternOn | 12 \M
‘} © Blocking |13 -~_Blocking |
= om 14 contact closed =
g r 1 — DC output OFF
15
= OFF | error 16

mannieh X6-Terminal
BUS-B 2
X6 ‘@ g Serial interface RS485
BUSA &
BUS input
weiblich X7-Terminal

Serial interface RS485

‘€Nda sersy

BUS output

X2

2 = Signal output Z
3= Signal input A
a-

5-
&= Signal input B
7 =+5V DC

8= GND

RS -]

T = Signal output ¥ X2-RJ45 connector for peRB (for digital controlled POWER STATIONS)

Pin assignment of shunt connector on the back panel

+ Ushunt (GND)
Shield

Shield
- Ushunt (0 ... 60mV)

-
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Technical equipment, design and features: suject to change! For further information please contact plating electronic GmbH.

view from outside!
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